
Product data sheet
vario-plate shims

vario-plate shims made of solid metal are used for vertical 
distance adjustment and precise alignment of motors, pumps, 
turbines and similar machinery in mechanical and plant 
engineering as well as in maintenance and service applications. 

Article no. Thickness 
in mm

Weight 
in g

AxB 
in mm

A1 
in mm

C 
in mm

PP/VP10505/005 ¹² 0,05 1

50 x 50 31,5 13

PP/VP10505/01 ¹² 0,10 2
PP/VP10505/015 0,15 3
PP/VP10505/02 0,20 4
PP/VP10505/025 0,25 5
PP/VP10505/03 ¹² 0,30 6
PP/VP10505/04 0,40 8
PP/VP10505/05 ¹² 0,50 9
PP/VP10505/07 0,70 14
PP/VP10505/08 ¹² 0,80 16
PP/VP10505/10 ¹² 1,00 18
PP/VP10505/20 ¹² 2,00 37
PP/VP17575/005 ¹² 0,05 2

75 x 75 50,5 21

PP/VP17575/01 ¹² 0,10 4
PP/VP17575/015 0,15 6
PP/VP17575/02 0,20 8
PP/VP17575/025 0,25 10
PP/VP17575/03 ¹² 0,30 11
PP/VP17575/04 0,40 16
PP/VP17575/05 ¹² 0,50 19
PP/VP17575/07 0,70 27
PP/VP17575/08 ¹² 0,80 31
PP/VP17575/10 ¹² 1,00 38
PP/VP17575/20 ¹² 2,00 75
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Article no. Thickness 
in mm

Weight 
in g

AxB 
in mm

A1 
in mm

C 
in mm

PP/VP11010/005 ¹² 0,05 3

100 x 100 66,0 32

PP/VP11010/01 ¹² 0,10 6
PP/VP11010/015 0,15 9
PP/VP11010/02 0,20 13
PP/VP11010/025 0,25 15
PP/VP11010/03 ¹² 0,30 19
PP/VP11010/04 0,40 25
PP/VP11010/05 ¹² 0,50 31
PP/VP11010/07 0,70 46
PP/VP11010/08 ¹² 0,80 51
PP/VP11010/10 ¹² 1,00 65
PP/VP11010/20 ¹² 2,00 130
PP/VP11212/005 ² 0,05 5

125 x 125 87,5 45

PP/VP11212/01 ² 0,10 10
PP/VP11212/015 0,15 15
PP/VP11212/02 0,20 20
PP/VP11212/025 0,25 25
PP/VP11212/03 ² 0,30 29
PP/VP11212/04 0,40 39
PP/VP11212/05 ² 0,50 47
PP/VP11212/07 0,70 71
PP/VP11212/08 ² 0,80 77
PP/VP11212/10 ² 1,00 94
PP/VP11212/20 ² 2,00 189
PP/VP12020/005 0,05 13

200 x 200 132,5 55

PP/VP12020/01 0,10 26
PP/VP12020/015 0,15 30
PP/VP12020/02 0,20 52
PP/VP12020/025 0,25 66
PP/VP12020/03 0,30 81
PP/VP12020/04 0,40 105
PP/VP12020/05 0,50 131
PP/VP12020/07 0,70 184
PP/VP12020/08 0,80 211
PP/VP12020/10 1,00 263
PP/VP12020/20 2,00 533

Material: Stainless steel 1.4301 /1.4310

vario-plate shims feature a tab with a central hole for easy insertion 
and removal, as well as a slightly opened insertion slot to facilitate 
handling during installation. They are manufactured from stainless 
steel 1.4301 (AISI 304) as standard and are available in various sizes. 
Material thicknesses range from 0.05 to 2.00 mm.

Our standard shim plates are available for immediate delivery from 
stock as single plates or assorted assembly sets, supplied in matching 
cases for transport and organized, protective storage.

¹ included in small vario-plate assembly set 
² included in large vario-plate assembly set
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